











This covenant shall run with the land and be binding upon the undersigned and upon all subsequent
owners of property.

The property subject to this covenant is described as follows:
-- SEE ATTACHED EXHIBITS “A” (Legal Description) and “B” (Survey, Plat, etc)—
In construing this covenant and where the context so requires, the singular includes the plural and all

grammatical changes shall be implied to make the provisions hereof apply equally to corporations and to
individuals.

IN WITNESS WHEREOF, the GRANTOR has executed this instrument this day
of , 20 ; if a corporate grantor, it has caused its name to be signed and seal affixed by its
officers, duly authorized thereto by order of its board of directors.

OWNER(S) Mailing address of Owner(s)
STATE OF OREGON )
) SS
County of )
This instrument was acknowledged before me on ,20__, by

NOTARY PUBLIC FOR OREGON
My Commission Expires:

ACCEPTED:

City Manager



CHAPTER 3 STANDARD

DRAWINGS






NOTES:
1. ALL CONSTRUCTION SHALL CONFORM TO CITY OF DONALD STANDARDS.

2. THE CITY OF DONALD REQUIRES A PRE—CONSTRUCTION CONFERENCE. CALL ALL
AFFECTED UTILITIES 48 HOURS PRIOR TO START OF CONSTRUCTION TO REQUEST FIELD
LOCATES. NOTIFY CITY OF DONALD 24 HOURS PRIOR TO START OF CONSTRUCTION.

WATER MAINS SHALL BE AWWA C900, CLASS 150. SERVICES TO BE 1”, COPPER TUBE
SIZE CROSS—LINKED POLYETHYLENE PER AWWA C—904, SDR 9, BLUE PEXA. UNLESS
OTHERWISE NOTED.

MAINTAIN MINIMUM 36" COVER OVER MAIN LINES, MEASURED FROM EXISTING OR
PROPOSED FINISHED GRADE.

FLUSH, PRESSURE TEST & DISINFECT NEW MAIN PRIOR TO ACTIVATING OR
RECONNECTING SERVICES, PRESSURE TEST TO BE WITNESSED BY CITY OF DONALD.
COORDINATE CHLORINATION WITH CITY & PROVIDE TEMPORARY WATER SERVICE IN ANY
CASE WHERE SHUTDOWN MAY EXCEED FOUR (4) HOURS. ALL VALVES UNDER PRESSURE
SHALL BE OPERATED ONLY BY CITY OF DONALD WATER DEPARTMENT.

SAW CUT ALL EXISTING PAVED AREAS.

ALL LIVE TAPS TO BE FURNISHED BY CITY OF DONALD. CALL 678-5543 TO OBTAIN
COSTS & ARRANGE SCHEDULING.

PRIOR TO FINAL ACCEPTANCE, SUBMIT COMPLETE "AS—BUILT” PLANS TO THE CITY
ENGINEER SHOWING SERVICE LOCATIONS, LENGTHS, DEPTHS, SIZES, DISTANCES BETWEEN
STRUCTURES & CORP. STOPS.

CITY OF DONALD
P.O BOX 388

DONALD, OREGON
97020

DATE: 4/30/2019 STANDARD WATER NOTES

DRAWN: JVB
APPROVED: STD DWG NO: W-10




NOTES:

1. METER, BACKFLOW PREVENTER AND TAIL PIECE
SUPPLIED AND INSTALLED BY CITY.

INSTALL SENSUS IPERL SMART
WATER METER OR EQUAL

MUELLER COMPANY
COPPER TANDEM
ASSEMBLY

/ /7
TO CITY WATER

CONNECTION
(-

O RESIDENCE/
BUSINESS

INSTALL ZURN WILKINS
DOUBLE CHECK BACKFLOW
PREVENTOR OR EQUAL

INSTALL ARMORCAST

117 X 18" X 12" FRP BOX &
COVER ASSEMBLY OR EQUAL

CITY OF DONALD
P.O BOX 388

DONALD, OREGON
97020

DATE: 4/30/2019 3/4" OR 1" WATER SERVICE DETAIL

DRAWN: JVB
APPROVED: STD DWG NO: W-11




NOTES:
1. NORMALLY 2.5 FOR LOCAL STREETS.

AREA BETWEEN METERS TO REMAIN CLEAR TO PERMIT INSFALLATION OF STREET LIGHT
POLES.

WATER MAIN LOCATION MAY VARY.
TAP LONG SIDE SERVICE BETWEEN SHORT SIDE SERVICES AS SHOWN.

SET METER BOX AS CLOSE TO BACK OF WALK AS PRACTICAL.
SEE STANDARD DRAWING W-11 FOR SERVICE DETAILS.

SEE NOTE 1

WATER MAIN

|<—12"——
i R R ;.1-.._-.;:. 4‘. -

.‘.::.l

12" MIN.

\ LONG SIDE SERVICE

LINES (NOTE 4)

CITY OF DONALD DATE: 4/30/2019  |TYPICAL WATER METER LOCATION

P.O BOX 388
DONALD, OREGON
97020

DRAWN: JVB
APPROVED: STD DWG NO: W-15
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DEPRESSED CURB FOR
DRIVEWAY (3/4” MAX LIP) x
ROAD

li

DEPRESSED CURB FOR
WHEELCHAIR RAMP

(2% MAX. SLOPE)

BASE ROCK

TYPICAL "C" CURB

NOTES:
1. ALL RADII SHALL BE 3/4" EXCEPT AS OTHERWISE SHOWN.

2. CONTRACTION JOINTS SHALL BE PLACED AT 15" INTERVALS AND
SHALL EXTEND AT LEAST 50% THROUGH THE CURB OR CURB
AND GUTTER.

A CONTRACTION JOINT SHALL BE PLACED ALONG AND OVER
WEEP HOLE THROUGH THE CURB AND THROUGH THE SIDEWALK.

WHEN SIDEWALKS ARE CONSTRUCTED, EXTEND 3" PIPE TO BACK
OF SIDEWALK AND INSTALL COUPLING.

ALL CURB SHALL BE CONSTRUCTED A MINIMUM OF 24 HOURS
PRIOR TO PLACING SIDEWALK.

CITY OF DONALD
P.O BOX 388

DONALD, OREGON
97020

DATE: 4/30/2019 CURB DETAIL

DRAWN: JVB
APPROVED: STD DWG NO: ST-20




A.C. OLYMPIC FOUNDRY, INC MODEL

VB910 VALVE BOX & COVER,
OR EQUAL

VARSI IOV L
RIS §TR5°

AGGREGATE BASE

c :/—VALVE STEM EXTENSION
IF OPERATING NUT

DEEPER THAN 48"

36"

IMUM
MIN 6" PVC PIPE

(A.S.T.M 3034—SDR 35)

i WATER MAIN GATE
po Izl £ VALVE MJ (OR
BUTTERFLY)
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CITY OF DONALD DATE: 4/30/2019 WATER VALVE BOX DETAIL

P.O BOX 388
DONALD, OREGON
97020

DRAWN: JVB
APPROVED: STD DWG NO: W-21




2" BLOWOFF VALVE MECHANICALLY
W/SQUARE RESTRAINED PIPE AS

OPERATING NUT REQUIRED

MJ CAP W/2" TAP &4/

MECHANICAL RESTRAINT

2" BLOWOFF PLUG VALVE BOXES
WITH TEFLON TAPE

2" GALV. PIPE TO BE
D 6" MIN. BELOW LID
A _STD. PIPE THREADS

2" GALV. COUPLING

6” 3034 P.V.C 2" GATE VALVE

2" VERTICAL PIPE

2” G.I. RISER W/1/4”
DRAIN HOLE & ROCK
BEDDING

CITY OF DONALD DATE: 4/30/2019 STANDARD BLOWOFF DETAIL

P.O BOX 388
DONALD, OREGON DRAWN: JVB
27020 APPROVED: STD DWG NO: W-22




FIRE HYDRANT

. 18"

8" 3034 VALVE
RISER PIPE

GATE VALVE
FLG X MJ

6" PVC PIPE
W/MECHANICAL
RESTRAINT

PRECAST MJ X FLG TEE

CONCRETE 11/2” — 3/4” THRUST BLOCK

PIER BLOCK GRAVEL TO
ELEVATION 6"
ABOVE DRAIN
HOLE

CITY OF DONALD DATE: 4/30/2019 FIRE HYDRANT DETAIL
P.O BOX 388
DONALD, OREGON DRAWN: JVB

97020 APPROVED: STD DWG NO: W-24




MINIMUM REQUIRED RESTRAINED LENGTH (FEET) FOR
PVC PIPE ON EACH SIDE OF THE FITTING

Test Pressure 150 psi, min 36" cover. Adjust accordingly for alternative test pressures.

Pipe Sand/Silt (SM) Sand/Clay (SC)
Size 11-1/4° | 22-1/2° | 45° 90° Valve/ 11-1/4° | 22-1/2° | 45° 90° Valve/

8 16 36
10 22 48
12 28 64
14 34 76
10 16 38 88

13 26
18 34
10 24 46
12 28 54
14 32 64
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On all pipelines where joint locations are unknown, restraint must be developed with concrete
thrust blocking. Thrust blocks shall be minimum 3,000 psi commercial concrete. Thrust
blocking shall be poured against undisturbed earth in accordance with the following tables:

THRUST PER 150 PSI TEST PRESSURE, LB.

Pipe Size 11-1/4° 22-1/2° 45° 90° Valve/Tee/Plug
4 370 740 1,450 2,670 1,900
6 1,060 2,110 4,140 7,640 5,400
8 1,480 2,950 5,770 10,700 7, 600
10 2,310 4,600 9,020 16,700 11,880
12 3,330 6,620 13,000 24,000 17,000

TYPICAL SOIL BEARING VALUES, LB/SF

SAND

1,000 1bs/sf

SAND and GRAVEL

1,500 1bs/sf

SAND and GRAVEL with CLAY | 2,000 lbs/sf

DATE: 4/30/2019 STANDARD THRUST BLOCKING
DETAIL

CITY OF DONALD
P.O BOX 388

DONALD, OREGON
97020

DRAWN: JVB
APPROVED: STD DWG NO: W-33




NOTES:

1. ORENCO CONTROL BOX WITH COUNTER ORENCO #51 CT
(MOUNTED TO HOUSE WITH 15 AMP CKT. DEDICATED)

SEPTIC TANK MUST BE LOCATED TO HAVE A MAXIMUM OF
36" OF COVER.

1.5” P.E. PROP. LINE TO MAIN.

LOCATE SHUT-OFF PER
PUBLIC WORKS DEPARTMENT
REQUIREMENTS

24” CONC. RISER RINGS
W/NON—SHRINK GROUT

PRE—FABBED CONCRETE KNOCKOUT IN CONCRETE
BAFFLE OR 4" PVC WYE RISER W/1.5” QUICK

& 4" PVC DOWNTURN DISCONNECT

STANDARD MANHOLE
FRAME & LID
INSPECTION
ACCESS RISER AND JUNCTION BOX
LID (AT OR NEAR
GROUND SURFACE).
OPTIONAL

INIMT ALY3d40d¥d

SLOPE\ GROUN

i CONDUIT TO )
4” PVC (CL200) CONTROL BOX ™

INFLUENT PIPE
FROM HOUSE(S) (SEE NOTE #1)

o

1.5" PVC TO
PROPERTY LINE

|PUMP ON_| 4"
PUMP OFF g )
» FLOAT ASSEMBLY
|E‘UBBLER Jﬁ (2 FLOAT WIDE
Io_RENco LEVEL CONTROJ RANGE ON /OFF)

JN—LEVEL CONTROL

FIELD LOCK JOINT

STD. FLOAT SETTINGS

‘ \\ VAULT INLET

1.5" CHECK VALVE ; PORTS (BUBBLER)
(COMPRESSION—COMPRESSION)

PRE—FABRICATED
1000 GALLON
SEPTIC TANK
(TYPICAL)

ORENCO PUMP VAULT (SV1548) DRAIN PORT

PUMP

4
a g f

CITY OF DONALD DATE: 4/30/2019 STANDARD SEPTIC TANK

P.O BOX 388
DONALD, OREGON DRAWN: JVB INSTALLATION

97020 APPROVED: STD DWG NO: ST-70



AutoCAD SHX Text
4" PVC (CL200) INFLUENT PIPE FROM HOUSE(S)

AutoCAD SHX Text
1.5" PVC TO PROPERTY LINE

AutoCAD SHX Text
1. ORENCO CONTROL BOX WITH COUNTER ORENCO #51 CT ORENCO CONTROL BOX WITH COUNTER ORENCO #51 CT (MOUNTED TO HOUSE WITH 15 AMP CKT. DEDICATED) 2. SEPTIC TANK MUST BE LOCATED TO HAVE A MAXIMUM OF SEPTIC TANK MUST BE LOCATED TO HAVE A MAXIMUM OF 36" OF COVER.

AutoCAD SHX Text
PRE-FABRICATED 1000 GALLON SEPTIC TANK (TYPICAL)

AutoCAD SHX Text
FIELD LOCK JOINT

AutoCAD SHX Text
INSPECTION ACCESS RISER AND LID (AT OR NEAR GROUND SURFACE). OPTIONAL

AutoCAD SHX Text
PRE-FABBED CONCRETE BAFFLE OR 4" PVC WYE & 4" PVC DOWNTURN

AutoCAD SHX Text
ALARM       8"

AutoCAD SHX Text
PUMP  ON

AutoCAD SHX Text
PUMP OFF

AutoCAD SHX Text
4"

AutoCAD SHX Text
4"

AutoCAD SHX Text
BUBBLER

AutoCAD SHX Text
9"

AutoCAD SHX Text
ORENCO LEVEL CONTROL STD. FLOAT SETTINGS

AutoCAD SHX Text
SLOPE GROUND AWAY FROM RISER

AutoCAD SHX Text
JUNCTION BOX

AutoCAD SHX Text
CONDUIT TO CONTROL BOX (SEE NOTE #1)

AutoCAD SHX Text
STANDARD MANHOLE FRAME & LID

AutoCAD SHX Text
ORENCO PUMP VAULT (SV1548)

AutoCAD SHX Text
DRAIN PORT

AutoCAD SHX Text
PUMP

AutoCAD SHX Text
VAULT INLET PORTS (BUBBLER)

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
1.5" CHECK VALVE (COMPRESSION-COMPRESSION)

AutoCAD SHX Text
1.5" P.E. PROP. LINE TO MAIN. 

AutoCAD SHX Text
LEVEL CONTROL FLOAT ASSEMBLY (2 FLOAT WIDE RANGE ON/OFF)

AutoCAD SHX Text
LOCATE SHUT-OFF PER PUBLIC WORKS DEPARTMENT REQUIREMENTS

AutoCAD SHX Text
24" CONC. RISER RINGS W/NON-SHRINK GROUT

AutoCAD SHX Text
KNOCKOUT IN CONCRETE RISER W/1.5" QUICK DISCONNECT


